


1. DESCRIPTION OF THE APPLIANCE

The Ocean OF is a wall mounted gas fired combination boiler. It
provides a domestic hot water and central heating service.
When the central heating service is not required the appliance can
be set by the user to provide domestic hot water only up to a
maximum output of 23.4 kW (80,000 Btu/h).

Hot water is made available almost instantaneously at the boiler
but the final temperature and the time taken for hot water to reach
a tap will depend upon the rate at which water is drawn off and the
length of the service pipe between the appliance and a tap.
NOTE:- ADJUSTMENTS - SERVICING AND THE REPLACE-

MENT OF COMPONENT PARTS MUST BE CARRIED OUT BY
A COMPETENT PERSON IN ACCORDANCE WITH THE GAS
SAFETY (installation and use) REGULATIONS 1984.

Within the boiler, the services of central heating and domestic hot
water operate independently; whenthere is a demand for domestic
hot water this takes priority.

The services are controlled from a knob on the boiler control panel
which may be set to domestic hot water only (summer condition)
or domestic hot water and central heating (winter condition). Refer
to Fig. 1

Fig. 1. APPLIANCE USER CONTROLS
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2. APPLIANCE METHOD OF OPERATION

When there is no demand for either domestic hot water or central
heating the pilot remains alight permanently unless switched off by
the user as described in section 4 paragraph 6.

Any demand for domestic hot water will be sensed by detecting
water flow through the boiler, provided the flow rate is above the
minimum of 3 I/min (0.66 gpm).

The boiler will fire to its full output.

If the rate of draw off is near the maximum design flow rate of 9.6
I/m (2.1 gpm) the boiler will run continuously at full output until a tap
is either turned off or the rate at which water is being drawn off is
reduced.

If the user selects domestic hot water and central heating and if all
domestic taps are off and the heating clock and controls are calling
for heat (refer below to section 3) the boiler will ignite to provide the
preset central heating output .

A control thermostat is provided to allow the user to regulate the
boiler central heating water flow temperature. Adjustment is by
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means of a knob on the boiler control panel (Fig. 1).

Adjustment of the control thermostat knob does not affect domes-
tic hot water temperature. The thermostat controlling domestic hot
water temperature is not accessible to, or adjustable by, the user.

Atintermediate draw off rates around 5to 71/m (1.1 to 1.5 gpm) the
boiler will usually cycle between its maximum output and whatever
output has been set by the installer or run continuously at its low
output until either a tap is turned off or the rate at which water is
being drawn off is reduced.

At minimum draw off rate 31/m (0.66 gpm) the boiler will settle down
to cycle ON/OFF.

Under these conditions water temperature at a tap would normalily
be around 40-45 °C at maximum rate (9.6 I/m - 2.1gpm ) and 75-
80 °C at minimum flow rate (3 I/m - 0.66 gpm) depending on
particular circumstances.



3. HEATING CONTROLS

The boiler is not provided with a heating timer or controls, other
than the boiler control thermostat, with which to control heat output
from the radiators.

The Installation, Commissioning and Servicing Instructions pro-
vide the installer with full details of how a heating timer and/or
heating controls should be fitted.

4. TO OPERATE THE APPLIANCE

Please ensure that the installer advises you on the correct opera-
tion of the appliance, system and any heating controls fitted.

1. Refer to Fig. 1. Switch off the mains electrical supply at the
isolation switch or wall socket. Ensure any heating timer and/or
heating controls, such as a room thermostat are in the OFF or
MINIMUM position.

Make sure the ON/OFF switch at the boiler control panel is NOT
ILLUMINATED and the switch is not depressed before proceeding
(Fig. 2).

Ensure all water isolation valves are in the open position ie. slots
in line with pipes.

Fig. 2
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2. Operate the boiler ONLY if it and the system has been fully
charged to correct design pressure. Observe the pressure gauge.
When cold this would read normally between 0.5 and 1.5 bar. If in
doubt consult the installer as to the correct pressure when cold.

3. Turn the boiler control thermostat fully counterclockwise to the
MINIMUM position. Grasp the gas valve ignition button and turn it
clockwise a quarter of a turn against the spring pressure and
release. Set the service selector knob to domestic hot water =.

4. Turn ON adomestic hot water tap and ensure water flows freely.

Turn OFF the tap.

Atintermediate draw off rates around 5to 7 I/m (1.1 to 1.5 gpm) the
boiler will usually cycle betweén its maximum output and whatever
output has been set by the installer or run continuously at its low
output

5. Switch ON the mains electrical supply at the isolation switch or
wall socket. Ensure any heating timer and/ or heating controls are
ON or calling for heat and adjusted to the desired settings.

6. Depress and release the ON/OFF switch at the control panel to
switch ON the electrical supply at the appliance. The switch will
illuminate when power is ON. Depress fully the gas valve control
button for 18-20 seconds and at the same time press the piezo
spark generator (Fig. 1) The pilot will ignite. Continue to keep the
gas valve control button depressed for a further 30-40 seconds.
When the button has been released the pilot should remain alight.
Observe the pilot through the pilot viewing window.

If the pilot does not remain alight, twist the gas valve control button
in the direction of the arrow and release.

If the pilotis extinguished at this, or any other time, wait at least 3
minutes before attempting to relight

7. When the pilot remains alight, turn on a domestic hot water tap.
The main burner should ignite. Turn OFF the tap. The burner
should extinguish.

8. Set the service selector knob to hot water and central heating
000" = - Turnthe boiler control thermostat clockwise to MAXIMUM.
The burners should ignite.

If any heating timer is set to the OFF position or any room
thermostat turned down to minimum (PROVIDED HEATING
CONTROLS ARE FITTED) the burners should extinguish. The
burners should re-ignite when the external controls are reset. Set
the boiler control thermostat to the desired setting.

NOTE:- Whenever the service selector knob is in the hot water and
heating position [J{ff &= the hot water service takes priority.

Hot water will not be provided unless the draw off rate is at least 3
I/m (0.66 gpm). A hot water draw off rate on excess of 9 I/min from
a single tap, or the operation of a number of taps will result in a
reduced hot water temperature. Refer to section 2.

5. DATA PLATE AND LIGHTING INSTRUCTION PLATE

A data plate is positioned under the border, fixed to the main
controls support plate.

Information on how to operate the appliance is provided on a
hinged lighting plate under the main controls support plate. Twist
the knob (Fig. 1) a quarter turn clockwise to lower the panel.

6. TO TURN THE CENTRAL HEATING SERVICE OFF

1. To turn the heating service OFF set the service selector knob
to hot water only =. See Fig. 1. To turn on the central heating
services ensure all domestic hot water taps are off and set the

service selector knob to central heating and hot water 000 & .

2. TO TURN OFF THE APPLIANCE FOR SHORT PERIODS.
Setthe service selector knob to hot water only. Ensure all domestic
hot water taps are OFF.

DO NOT turn off the electrical supply to the appliance at the ON/
OFF switch.

3. TO TURN OFF THE APPLIANCE FOR LONG PERIODS.
Depress and release the ON/OFF switch.

Turn the gas valve ignition button in the direction of the arrow and
release: the pilot should go out.

Isolate the electrical supply to the system and boiler by turning OFF
the power supply at the wall socket or isolation switch.

When relighting follow the full operating procedure in Section 4.
Consult the installer as to the need for protection against frost by
means of a frost thermostat or night set back room thermostat.

7. SERVICING THE APPLIANCE

If the appliance is to maintain its efficiency and continue to operate
with maximum safety, over a period of many years, routine annual
servicing is essential.
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For advice on servicing contact either the sole UK Agents, Argos
Building and Heating Supplies Ltd or the local Gas Region.






